Izmantoto dokumentu saraksts

Raséjumu saraksts

dokumenta nosaukums

Nr.p.k piezimes
1. Latvijas blUvnormativs "Bivju ugunsdrosiba" LBN 201-15
2. Latvijas bavnormativs "Eku iek$&jais Gdensvads un kanalizacija" LBN 221-15
3. Latvijas bavnormativs “Publiskas bives” LBN 208-15
4. Ministru kabineta
Ugunsdrosibas noteikumi noteikumi Nr.82
5. LVS EN 12845

“Stacionara ugunsdzésibas sistémas. Automatiskas
sprinklersistémas.ProjektéSana, montaza un uzturésana darbspéjiga
stavokl” , Fixed firefighting systems - Automatic sprinkler systems - Design,
installation and maintenance”

6. “Ugunsdrosibai un civilajai aizsardzibai lietojamas drosibas zimes un LVS 446:2003
signalkrasojums”
“Safety signs and signal colouring used for fire safety and civil protection”
7. Izmantoto elementu razotaja tehniskas specifikacijas
PIEZIMES

1. Caurulvadu montaza un stiprinasanas veids nedrikst vajinat bukonstrukciju stipribu, 1metra
caurules svars ar Gdeni:@25-3.13kg.; #32-4.29kg; @40mm-5.14kg; @50mm-7.54kg.;
@65mm-10.52kg; @80mm-13.98kg.; #100mm-21.31kg.; #125mm-30.17kg.; #150mm-39.85kg.;
@200mm-64.74kg.;

2. Caurulvadu stiprinajumu maksimalie attalumi (péc "Hilti" raZzotaja), atkariba no ieks€ja diametra
nedriksts parsniegt: @25mm-2,5m; @32mm-2,5m; @40mm-2,5m; @50mm-3,0m; @65mm-4,0m;
@80mm-4,0m; @100mm-4,0m; #125mm-5,0m; $150mm-5,0m; #200mm-6,0m;

3. Péc caurulvadu montazas javeic stipribas un blivuma parbaude saskana ar "LVS EN 12845:2011L"
noteiktajam prasibam.

4. Caurulvadi jamarkeé un jakraso atbilstosi "LVS 446:2003"

5. Barojosie un sadalosie caurulvadi montéjami ar kritumu uz signalvarsta vai Tpasi paredzétas
tuksosanas vietas pusi.

NOTES

1. The installation and fastening of the pipes must not influence the strengths of the building
constructions, 1meter pipe with water: $25-3.13kg.; #32-4.29kg; @40mm-5.14kg; @50mm-7.54kg.;
@65mm-10.52kg; @80mm-13.98kg.; #100mm-21.31kg.; @125mm-30.17kg.; @150mm-39.85kg.;
@200mm-64.74kg.;

2. The maximum distance between the fastening of the pipe cannot exceed: @25mm-2,5m;
@32mm-2,5m; @40mm-2,5m; @50mm-3,0m; @65mm-4,0m; @80mm-4,0m; #100mm-4,0m;
@125mm-5,0m; $150mm-5,0m; #200mm-6,0m;

3. After the installation of the pipes the test pf their strengths and density must be provided
according to requirements of LVS EN 12845-2011L.

4. After the pipes are tested they are painted according to requirements of LVS EN 446:2003.

5. Main and branch pipes must be installed with no vertical curves and with a slope towards the alarm

valve, fire hose cabinet or any special emptying place.

Nr.p.k nosaukums lapas Nr. meérogs
1. \S/ispéréjie raditaji. UAT-1 b:m
prinkleru sistémas izvietojums. Pagraba .
2. Stavs. UAT-2 1:100
3. SprlnI.d(.eru izvietojums. Skatuves portala un UAT-3 1:100
zem tiltina atz.6.10
Sprinkleru izvietojums. Zem tiltiniem uz atz. .
4 9.10 mun 8.10 m UAT-4 1:100
5. Sprinkleru izvietojums. Zem tiltina uz atz. UAT-5 1:100
16.40 m.
6. Sprinkleru izvietojums. Zem Snorbéniniem. UAT-6 1:100
Sprinkleru izvietojums zem parseguma .
7. Kupola. UAT-7 1:100
8. Sprinkleru sistémas aksonometrija. UAT-8 b:m
9. Ug. sTknu stacijas izvietojums. UAT-9 1:30
10. Ug. slknu stacijas aksonometrija. UAT-10 b:m
11. Ug. sistémas principiala shema. UAT-11 b:m

BUVPROJEKTA D

ALAS VADITAJA APLIECINAJUMS

Si bivprojekta stacionara Gdens ugunsdzésibas automatiska
sprinkleru sistéma dalas (UAT) risinajumi atbilst Latvijas
bldvnormativu un citu normativo aktu, ka ari tehnisko vai ipaso
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PIEZIMES: Bivprojekts realizéjams tikai péc atbilstosa pilsétas
ddensvada tikla izblves.
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